
T

T

W

7

1

5

.
9

0

7

1

6

.
4

0

+

296'

350'

296'

4

0

6

'

192'

305'

1
5
8
'

8
7
'

1

0

7

'

236'

322'

1
5
5
'

319'

1
5
5
'

305'

1
5
1
'

1
2
4
'

2

0

3

'

3
1
0
'

57'

2

5

9

'

297'

205'

212'

220'

184'

3
5
2
'

2
2
7
'

3
3
1
'

2
5
0
'

236'

1
9
8
'

419'

1
7
3
'

1
5
0
'

2
1
5
'

2
1
1
'

5
4
'

9'

2
0
6
'

2

4

1

'

1

2

3

'

1

8

0

'

7

1

'

2

7

8

'

3

3

9

'

6
0
'

1

0

8

'

192'

2
2
7
'

1

4

8

'

2
3
3
'

360'

1

3

9

'

1
1
2
'

100'

1
5
8
'

3
0
'

1
8
8
'

214'

1

6

6

'

286'

75'

12' Utility Easement

1

2

'
 
U

t
i
l
i
t
y

 
E

a

s

e

m

e

n

t

1
2
'
 
U

t
i
l
i
t
y
 
 
 
 
 
 
 
 
 
 
 
E

a
s
e
m

e
n
t

1
2
'
 
U

t
i
l
i
t
y
 
E

a
s
e
m

e
n
t

12' Utility Easement

100'

396'

2
1
0
'

242'

242'

42'

238'

25'

2
5
2
'

1
0
'

1

5

3

'

7

1

'

1

0

8

'

45'

204'

196'

10'

2

1

1

'

4
8
'

1
9
6
'

1
2
'
 
U

t
i
l
i
t
y
 
E

a
s
e
m

e
n
t

70'

1
5
0
'

1

9

'

3

0

'

264'

192'

1
4
5
'

1
8
'

1

3

8

'

9

2

'

5

0

'

3
4
'

1
6
'

4
0
'

5
2
'

1
6
4
'

1
5
0
'

8
2
'

9

0

'

4
8
'

2

0

2

'

1

3

1

'

286'

25' Drainage Easement

3

0

'

D

r

a

i

n

a

g

e

 

E

a

s

e

m

e

n

t

D

r

a

i

n

a

g

e

 

E

a

s

e

m

e

n

t

20' Drainage Easement

2
0
'

3

0

'

7

1

8

.
5

8

6

1

12

109

24

23

Cotton Tail Lane

D
a
n
'
s
 
C

o
u
r
t Handel Lane

B
i
t
t
e
r
n
u
t
 
C

o
u
r
t

7
1
5
.
3
5

7
1
5
.
3
6

7

1

7

.

8

0

7

1

8

.

3

0

+

7
1
7
.
4
2

7
1
7
.
1
2

7
1
7
.
6
2

+

7
1
6
.
1
0

7
1
6
.
6
0

+

7
1
6
.
3
1

7
1
7
.
3
1

+

7

1

4

.

5

9

7

1

5

.

5

9

+

710.60

7

1

1

.
3

6

7

1

5

.
8

6

7

1

6

.
3

6

+

7
1
4
.
5

7
1
5
.
9

7

1

6

.
9

7

1

7

.
5

7

1

9

.

0

7
1
8
.8

714.52 715.52

+

718.1

7

1

7

.
8

717.8

7

1

6

.
9

7

1

6

.

5

7

1

6

.

1

7
1
5
.
5

7

1

9

.

0

7
1
4
.
4

713.85

714.35

714.00

718.4

715.8

717.2

721.7

0+64

717.65

+

4+56.35

715.69

+

6

+

1

4

7

1

6

.
5

8

+

-0.50%

-
0

.
5

0

%

-
0

.
5

0
%

-0.56%

-
0
.
5
0
%

1+35

714.15

+

2

+

4

3

7

1

3

.

6

1

+

712.65

5

21

2

14

7

11

3

13

OL 2

7
1
4
.
2

713.77

2121

18

19

20

16

17

OL1

15

4

22

16

1

6

+

2

9

.

8

9

7

1

1

.

5

0

+

-0.50%

-0.50%

0+23

713.88

++

7
1

3
.
9

9

S

w

a

l
e

 
t
o

 
P

o

n

d

 
(
0

.
5

0

%

)

708.33

Drainage Easement shall

be Grassed Filter Strip

with slope of 1.0%±.

Install 29" x 45" RCPE  @ 1% within

existing swale for Lots 18 & 19;

locations may vary

Install 19" x 30" RCP @ 1%

within existing swale for Lot 6;

location may vary

C2

C1

C3

7

1

7

.
9

5

717.42

714.71

713.72

713.54

7

1

0

.

7

9

7

1

0

.

4

0

712.20

712.95

712

713

7

1

2

716.0

712

7

0

6

7

1

1

7

0

8
7

0

9
7

1

0

7

0

0

7

0

1

7

0

2

7

0

3

7

0

4

711

710

709

708

707

706

705

704

703

702

701

700

7

0

7

7

0

5

710

705

*

7

1

0

.

4

9

7

1

0

.
6

7

12' Utility Easement

*

7

1

5

.
0

0

7

1

6

.
0

0

+

699

6

9

9

7
0
2

7

0

4

7

0

6

7

0

8 7

1

0

711

7

1

1

100-Year Backwater

Elevation ≈ 713.7

7
1
8
.
0
0

714.50

Drainage continues east

within cultivated wetland

Drainage continues east

within cultivated field

Depress Right of

Way for Lot Line Swale

714.76

712.50

7
1
2
.
5
0

Drainage overland to pond

715.43

715.00

716.65

7

1

6

.
5

2

7
1
6
.
2
7

100-Year Backwater

Elevation ≈ 716.7

100-Year Backwater

Elevation ≈ 712.4

712

711

Overhead Electric Lines

Underground Electric

Underground Gas Line

Underground Telephone

T

Sanitary MH / Tank / Base

Clean Out / Curb Stop / Pull Box

Telephone Pedestal

Deciduous Tree

LEGEND

Treeline

Index Contour

Intermediate Contour

Benchmark

Asphalt Pavement

Concrete Pavement

Gravel

3

4

" Rebar Found

Government Corner

Wetlands

LEGEND

Proposed Storm Sewer

Proposed Contour

Proposed Swale

Proposed Storm Manhole

Proposed Curb Inlet

Prop. Catch Basin / Yard Drain

Proposed Endwall

608.73

Adjacent Plat Grade

[607.86]
Proposed Rip Rap

Prop. Drainage Direction

Proposed Spot Elevation

Prop. Lot Corner Elevation

608.73

+

Existing Grade

Proposed Culvert

608

000.0

Prop. Garage Floor Elev./

Grade at Foundation

*

Grade at Foundation to

be determined on

Individual Basis

Page

Author:

Date:

1.2

JRD

Last Saved by:

mitch

Filename:

5486engr.dwg

V
a

n
 
H

a
n

d
e

l
 
H

o
m

e
s
t
e

a
d

T
o

w
n

 
o

f
 
V

a
n

d
e

n
b

r
o

e
k
,
 
O

u
t
a

g
a

m
i
e
 
C

o
u

n
t
y
,
 
W

I

F
o

r
:
 
V

a
n

 
H

a
n

d
e

l
 
H

o
m

e
s
t
e

a
d

,
 
L

L
C

D
R

A
I
N

A
G

E
 
&

 
G

R
A

D
I
N

G

P
L

A
N

D
A

V
E

L
 
E

N
G

I
N

E
E

R
I
N

G
 
&

E
N

V
I
R

O
N

M
E

N
T

A
L
,
 
I
N

C
.

C
I
V

I
L

 
E

N
G

I
N

E
E

R
I
N

G
 
C

O
N

S
U

L
T

A
N

T
S

1
1

6
4

 
P

r
o

v
i
n

c
e

 
T

e
r
r
a

c
e

 
M

e
n

a
s
h

a
,
 
W

I
 
 
5

4
9

5
2

P
h

:
 
 
9

2
0

-
9

9
1

-
1

8
6

6
 
 
F

a
x
:
 
 
9

2
0

-
8

3
0

-
9

5
9

5

w
w

w
.
d

a
v
e

l
.
p

r
o

NOTES:

1. Existing utilities shown are indicated in accordance with available records and field

measurements.  The contractor shall be responsible for obtaining exact locations &

elevations of all utilities, including sewer and water from the owners of the respective

utilities.  All utility owners shall be notified by the contractor 72 hours prior to

excavation.  Contact Digger's Hotline (1-800-242-8511) for exact utility locations.

2. The Contractor shall verify all staking and field layout against the plan and field

conditions prior to constructing the work and immediately notify the Engineer of any

discrepancies.

3. The contractor shall minimize the area disturbed by construction as the project is

constructed.  Disturbed areas shall be seeded as soon as final grade is established.

Contractor shall replace topsoil and then seed, fertilize and mulch all lawn areas

within 1 week of topsoil placement.

4. Contractor shall remove all excess materials from the site. Earthwork contractors

shall verify topsoil depth.

5. All sediment and erosion control devices and methods shall be in accordance with

the Wisconsin DNR Technical Standards.

6. The contractor shall make weekly inspections and inspections within 1 day of any

rainfall exceeding 0.5 inches of the sediment and erosion control devices throughout

construction.  The contractor shall repair or maintain erosion control devices as

necessary.  The inspection reports shall be made available to the owner at the end

of the construction or upon demand during construction.
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Pond

HOUSE ELEVATIONS:

The house elevations shall be set to provide positive drainage away

from the building in all directions as shown in the above details.

House elevations and driveway locations may need to vary

depending on size, location, and architecture of the home.  Changes

to the grading plan or house elevations can be allowed only if an

individual lot grading plan is prepared by a professional engineer.

Pond


